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14711 Bentley Circle. Tustin, CA 92780 
Customer Service: (714) 312-5080 Fax: (714) 312-5070

Customercare@magnitudeinc.com 
www.MagnitudeInc.com

Specifications subject to change without notice M-Series 277VAC Input rev 1.0 WE DRIVE LIGHT

M-SERIES            
INPUT: 277VAC

The M-SERIES is the most compact magnetic core dimmable LED 
driver on the market making it the perfect choice for tape lighting, 
tube lighting, linear lighting and multiple other residential and 
commercial lighting applications.  Encased in a high-quality metal 
enclosure that includes multiple ⅞” knock-outs for easy installation, 
each unit is equipped with circuit breakers to protect both the driver 
and the LED load.  All our magnetic LED drivers are phase dimmable 
with a standard leading edge MLV TRIAC dimmer.

Installation: Integrated Junction Box with Multiple ⅞" Knock-Outs
Driver Types: Class 2 and Higher Power Single Channel Options
Dimming: Phase Dimmable with Leading (Forward) Edge MLV TRIAC 
Dimmer Only
Input Voltage: 277VAC 50/60Hz 
Output Voltage: 12VDC or 24VDC 
Environmental: Dry and Damp
Listing: ETL Listed
Certifications: Conforms to UL8750, C22.2 NO. 223
Warranty: 5-Year Warranty

Constant Voltage Magnetic
Phase Dimmable 12/24VDC LED Driver

P/N: M                  

20/40W
5.60” x 2.10” x 2.10”

150W/200W 
9.24” x 3.11” x 2.88”

300W 
9.80” x 4.20” x 3.50”

TYPE MAX POWER LISTING OUTPUT INPUT

M — Magnetic 201 — 20W (Class 2) L — UL Listed 12 — 12VDC 277 — 277VAC

401 — 40W (Class 2) 24 — 24VDC

601 — 60W (Class 2)

961, 2 — 96W (Class 2)

1003 — 100W

150 — 150W

200 — 200W

300 — 300W

1Class 2

224VDC only

312VDC only

M-SERIES is also available in:
• M-SERIES 120VAC
Refer to Magnitudeinc.com for more details.

Ordering Guide - 277VAC Manual Reset Breakers 
Example: M20L12DC277

DIMENSIONS 20W / 40W 60W / 96W 150W / 200W 300W

LENGTH 5.60” (142.2mm) 6.62” (168.00mm) 9.24” (234.8mm) 9.80” (248.9mm)

WIDTH 2.10” (53.34mm) 2.33” (59.10mm) 3.11” (79.1mm) 4.20” (106.7mm)

HEIGHT 2.10” (53.34mm) 2.58” (65.60mm) 2.88” (73.4mm) 3.50” (88.9mm)

M L DC 277

60W / 96W 
6.62” x 2.33” x 2.58”

LENGTH

HEIGHT

WIDTH
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M-SERIES            
INPUT: 277VAC

Specifications
INPUT

Input Voltage Range 277VAC ± 5%

Input Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz

Input Current 0.31A (12VDC)
0327A (24VDC)

0.51A (12VDC)
0.41A (24VDC)

0.76A (12VDC)
0.95A (24VDC) 0.96A 1.95A (12VDC)

0.95A (24VDC)
2.13A (12VDC)
2.51A (24VDC)

2.86A (12VDC)
2.86A (24VDC)

Efficiency 76% (12VDC)
78.4% (24VDC)

72.5% (12VDC)
80% (24VDC)

78.8% (12VDC)
84% (24VDC) 84.3% 80% (12VDC)

80% (24VDC)
87% (12VDC)
81.9% (24VDC)

90% (12VDC)
90% (24VDC)

Power Factor 0.81 (12VDC)
0.92 (24VDC)

0.88 (12VDC)
0.89 (24VDC)

0.84 (12VDC)
0.82 (24VDC) 0.89 0.93 (12VDC)

0.93 (24VDC)
0.92 (12VDC)
0.93 (24VDC)

0.93 (12VDC)
0.93 (24VDC)

OUTPUT

Max Load 20W 40W 60W 96W 150W 200W 300W

Output Voltage @ Max Load 12.0 VDC
24.0 VDC 

12.0 VDC
24.0 VDC 

12.0 VDC
24.0 VDC 24.0 VDC 12.0 VDC

24.0 VDC 
12.0 VDC
24.0 VDC

12.0 VDC
24.0 VDC

Output Current @ Max Load 1.9A (12VDC)
0.97A (24VDC)

3.96A (12VDC)
1.72A (24VDC)

5.00A (12VDC)
2.56A (24VDC) 4.00A 13.3A (12VDC)

13.3A (24VDC)
15.6A (12VDC)
10.9A (24VDC)

20.8A (12VDC)
20.8A (12VDC)

ENVIRONMENTAL

Operating Temperature -30°C - +50°C (-22°F - 122°F)

DIMMING

Minimum Dimming Level 1%

PROTECTION

Circuit Breaker Secondary Manual Push to Reset

MECHANICAL HOUSING

Primary Leads 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG

Secondary Leads 16 AWG (12VDC)
18 AWG (24VDC)

16 AWG (12VDC)
18 AWG (24VDC)

14 AWG (12VDC)
16 AWG (24VDC) 14 AWG 12 AWG (12VDC)

14 AWG (24VDC) 12 AWG 12 AWG

Length 5.60” (142.2mm) 5.60” (142.2mm) 6.62” (168.00mm) 6.62” (168.00mm) 9.24” (234.8mm) 9.24” (234.8mm) 9.80” (248.9mm)

Width 2.10” (53.34mm) 2.10” (53.34mm) 2.58” (65.60mm) 2.58” (65.60mm) 3.11” (79.1mm) 3.11” (79.1mm) 4.20” (106.7mm)

Height 2.10” (53.34mm) 2.10” (53.34mm) 2.33” (59.10mm) 2.33” (59.10mm) 2.88” (73.4mm) 2.88” (73.4mm) 3.50” (88.9mm)

Weight 2 lb 2 lb 3 lb 7 lb 7 lb 8 lb 8 lb

Housing Material Coated Metal Coated Metal Coated Metal Coated Metal Coated Metal Coated Metal Coated Metal

Housing Color Black Black Black Black Black Black Black

Junction Box Yes Yes Yes Yes Yes Yes Yes

Mounting Two hole flange mount 

APPROVAL MARKINGS

Certificates / Approval Signs ETL Listed, conforms to UL8750
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INPUT: 277VAC

Mechanical Diagram
20W/40W

60W/96W

5.08”
129.00mm

2.75”
69.90mm

1.29”
32.80mm 0.81”

20.60mm

1.46”
37.00mm

Ø0.87”
22.10mm

3.10”
R.12 0.31”

8.00mm

2.10”
53.34mm

1.39”
35.40mm

5.60”
142.30mm

2.10”
53.34mm

6.08”
154.40mm

3.31”
84.10mm

1.44”
36.70mm 0.81”

20.60mm

1.45”
37.00mm

Ø0.87”
22.10mm

2.33”
59.10mm

0.32”
8.10mm

1.50”
38.10mm

6.62”
168.00mm

2.58”
65.60mm

2.55”
64.77mm
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Mechanical Diagram

150W/200W

 234.8±1  79.1 +
-
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 73.4 +
-

1
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REVISIONS
REV. DESCRIPTION DATE ECO
01 FIRST RELEASE
02 Tolerance Change 18/11/2018 N.A
03 MCMENNBK00096 Design change 28-04-2019 000F26

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 MAMENNBK00259 MMS20xxx MECHANICAL ENCLOSURE Kit, Black 1
2 MCMENNBK00085 AR Breaker holder 1
3 MCMENNBK00130 RIVET ISO 15973 3.2x6.5mm 4
4 MCMSCNNO002B1 Phillips Pan Head Screw, #4-40x1/4 Steel Black 1
5 MCMWANNO0021B Serrated lock washer external teeth DIN 6798 A Spring steel #4 2
6 MCMNTNNO00219 Nut, Hex, #4-40 Steel Black 1
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Assaf D.

Michael C.

Michael C.

Assaf D.

TOLERANCES

LINEARS
 X 0.2
 X.X 0.1
 X.XX 0.05

1ANGLES

28-04-2019

28-04-2019
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M-SERIES            
INPUT: 277VAC

Mechanical Diagram

300W

9.23”
234.50mm

3.66”
93.00mm

3.50”
88.90mm2.74”

69.60mm

1.10”
28.00mm

Ø0.87”
22.10mm

0.57”
14.60mm

0.09”
2.30mm

4.20”
106.68mm

2.50”
63.50mm

0.18”
4.60mm9.80”

248.92mm

4.21”
107.00mm

Ø0.87”
22.00mm

1.17”
29.60mm

2.02”
51.30mm

PREVIOUS NOTES STATED “REPLACE 
DRAWING WITH FLEX DRAWING”

PLEASE SUPPLY THIS FILE



Page 6 of 8

14711 Bentley Circle. Tustin, CA 92780 
Customer Service: (714) 312-5080 Fax: (714) 312-5070

Customercare@magnitudeinc.com 
www.MagnitudeInc.com

Specifications subject to change without notice M-Series 277VAC Input rev 1.0 WE DRIVE LIGHT
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INPUT: 277VAC

Output vs Load
20W (12VDC)

40W (12VDC)

20W (24VDC)

40W (24VDC)

60W (12VDC) 60W (24VDC)
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150W (12VDC)

96W (24VDC)

150W (24VDC)

96W (24VDC)

200W (12VDC) 200W (24VDC)

Output vs Load
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M-SERIES            
INPUT: 277VAC

300W (12VDC) 300W (24VDC)

Wiring Diagram
12VDC OUTPUT 24VDC OUTPUT

Input Wire 
(Black)

Input Wire (White)

Input Wire 
(Black)

Input Wire (White)Input Wire (White)

Input Wire 
(Black) Green Wire

(Ground)

Purple Wire

Red WireInput Wire (White)

Input Wire 
(Black) Green Wire

(Ground)

Blue Wire

Red Wire


